Longlite PM T385J

Phenolic Moulding Compound
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Material Notes:

ASTM Grades per ASTM D700 are 2, 3.

Information provided by Dowell Trading Company Ltd.


Test Standard 
Unit
Value


1. Physical properties

Density


ASTM D792

g/cc
1.41

Water Absorption  

ASTM D570
%
0.3

Linear Mould Shrinkage                         Compression
ASTM D955
cm/cm
0.008

Linear Mould Shrinkage                         Transfer
ASTM D955
cm/cm
0.01

Linear Mould Shrinkage                         Injection
ASTM D955
cm/cm
0.014

2.    Mechanical properties

Tensile Strength, Ultimate
ASTM D651
MPa
55

Flexural Yield Strength
ASTM D790
MPa
88

Compressive Yield Strength
ASTM D695
MPa
207

Izod Impact, Notched
ASTM D256
J/cm
0.29

Charpy Impact, Notched
ASTM D256
J/cm²
0.32

3.    Electrical properties

Electrical Resistivity
ASTM D257
Ohm•cm
1012

Insulation Resistance
After Boiling
ASTM D257
Ohm
108

Insulation Resistance
Normal
ASTM D257
Ohm
108

Dielectric Strength

ASTM D149
kV/mm
9.8

Comparative Tracking Index

UL PLC 4
V
100 - 175
4.    Thermal properties

Maximum Service Temperature, Air  (2 hour heat)
ASTM D648
°C
180

Deflection Temp. at 1.8 MPa (264 psi)
ASTM D648
°C
160

Flammability, UL94
E59481
6.34mm
--
V-0

The figures in this datasheet are guide values. The values are effected by processing conditions, modifications,

additives and environmental conditions and they do not release you from the obligation to check the validity and

to undertake tests on your own.

This information is based on our present knowledge and experience. The material data is not to be construed as

guaranteeing specific properties and the data can not be used to deduce the suitability for a particular application. 

