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Test Standard
Unit
Value


1. General properties

Density

23 °C
ISO 1183

g/cm³
1.12

Water absorption

23°C, 50% r.h.
ISO 62

%
2,5

2.    Mechanical properties  

Tensile modulus

1mm/min  cond.
ISO 527-1,-2
MPa
3200

Yield stress
50 mm/min cond.
ISO 527-1,-2
MPa
85

Tensile strain at yield
50 mm/min cond.
ISO 527-1,-2
%
4,0

Tensile strain at break
50 mm/min cond.
ISO 527-1,-2
%
35

Charpy impact strength
23 °C
ISO 179-1eU
kJ/m²
N.B. *

Charpy notched impact strength
23 °C
ISO 179-1eU
kJ/m²
3

3.    Thermal properties

Melting temperature
DSC 10 K/min
ISO 3146

°C
222

Temp. of defl. under load
HDT/A 1,8 MPa
ISO 75

°C
58

Temp. of defl. under load
HDT/A 0,45 MPa
ISO 75

°C
160

4.    Flame behaviour

Burning rate
1mm thickness
FMVSS 302
mm/min
+

* N.B. = No Break

The figures in this datasheet are guide values. The values are effected by processing conditions, modifications,

additives and environmental conditions and they do not release you from the obligation to check the validity and

to undertake tests on your own.

This information is based on our present knowledge and experience. The material data is not to be construed as

guaranteeing specific properties and the data can not be used to deduce the suitability for a particular application. 

