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Product Profile:

LIFOFLEX-TV-compounds are high quality products based on SB/SEBS-blends

(Styrol-(Ethylene)-Butadien-Styrol-blockcopolymer).

In contrast to LIFOFLEX T they show a very good UV-resistance and good aging and weather

behaviour. 

Description of Lifoflex TV:

· compound based on SBS/SEBS-blends

· available in transparent, natur or coloured

· Shore-A-hardness from 5 to 92 possible

· density from 0,9 cm³ to 1,5 cm³

· several types with good adhesive power to PP/PE/ABS/PA/PS, etc.

· good resistance against aqueous solutions, inorganic acids and bases

· good weathering- and aging behaviour

· conductive compounds possible

· rubberlike character

· good UV- and ozoneresistance

· excellent colourable with standard masterbatches

· good compressionsets

· good mechanical properties

· good flexibility within a temperature range of  -40 °C to 130 °C



Method
Unit
Value

    
Properties   'Lifoflex TV 45568-2'

Hardness   3s/15s

DIN 53505

Shore A
45 ± 3

Density


DIN 53479

g/cm³
1,08  ± 2%      

Tensile at break  

(in mould direction)
DIN 53504

MPa
2

Tensile at break

(perpendicular mould direction)
DIN 53504

MPa
2

Elongation at break
(in mould direction)
DIN 53504

%
> 400

Elongation at break (perpendicular mould direction)
DIN 53504

%
> 400

The figures in this datasheet are guide values. The values are effected by processing conditions, modifications,

additives and environmental conditions and they do not release you from the obligation to check the validity and

to undertake tests on your own.

This information is based on our present knowledge and experience. The material data is not to be construed as

guaranteeing specific properties and the data can not be used to deduce the suitability for a particular application.

