ROMIRA GmbH – Technical Data Sheet

Rotec® 3001 (ABS)

High Impact

Status: August 2002

Page 1 


Test Method
Unit
Values


1. Physical Properties

Density


ISO 1183

g/ml
1.05

Water Absorption at 23°C / 24 Std.
ISO 62

%
0.3

2.    Mechanical Properties  (at 23 °C)

Tensile Modulus  


ISO 527

MPa
2400

Tensile Strength
ISO 527
MPa
46

Elongation at Break
ISO 527

%
10

Flexural Modulus
ISO 178
MPa
2500

Flexural Strength
ISO 178
MPa
73

Notched Impact Strength (Charpy)
ISO 179/1eA
kJ/m²
15

Impact Strength (Charpy)  

ISO 179/1eU
kJ/m²
n. Break

3.    Thermal Properties

Heat Distortion Temperature A  (120°C/h; 1,8MPa)
ISO 75

°C
91

Vicat Softening Temperature B 50    (50°C/h; 5 kg)
ISO 306

°C
101
Melt Index  (MFR)   220°C / 10 kg)
ISO 1133

g/10 min.
21

Flammability 
(E148878)
UL 94
class
HB

Glow Wire Test 

IEC 60695-2-1
550 °C
passed

Ball Pressure Test

IEC 60695-10-2
75 °C
passed
The figures in this datasheet are guide values. The values are effected by processing conditions, modifications,

additives and environmental conditions and they do not release you from the obligation to check the validity and

to undertake tests on your own.

This information is based on our present knowledge and experience. The material data is not to be construed as

guaranteeing specific properties and the data can not be used to deduce the suitability for a particular application.
