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Technical Information for Thermoflex 80 * 800 natur

      Properties
Standard
Unit
Values

Hardness


ISO 2039

Shore A
82

Density


ISO 1183

g/cm³
1,14      

Tear strength
(along/cross to direction of flow)
DIN 53504

N/mm²
9,4/11,6

Module  
  10 %  (along/cross)
DIN 53504

N/mm²
1,88/1,65

Module
  50 %  (along/cross)
DIN 53504

N/mm²
2,86/2,47

Module
100 %  (along/cross)
DIN 53504

N/mm²
3,08/2,67

Module
300 %  (along/cross)
DIN 53504

N/mm²
3,69/3,28

Elongation at break
         (along/cross)
DIN 53504

%
640/760

Tear propagation resistance  (along/cross)
DIN 53515-A
N/mm²
28/29

Rebound resilience

DIN 53512

%
---

Mould shrinkage
(along/cross)
---

%
1,3/1,0

Compression set 70h / 23°C
DIN ISO 815
%
35

Compression set 24h / 70°C
DIN ISO 815
%
60

Compression set 24h / 100°C
DIN ISO 815
%
80


Continuous use temperature
---

°C
70 - 80


The figures in this datasheet are guide values. The values are effected by processing conditions, modifications,

additives and environmental conditions and they do not release you from the obligation to check the validity and

to undertake tests on your own.

This information is based on our present knowledge and experience. The material data is not to be construed as

guaranteeing specific properties and the data can not be used to deduce the suitability for a particular application.

